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#6067 SPECS
INSTA VENT DESCRIPTION: * 13 gauge steel construction
* 14"Hx 14" W x 9” D / 355mm x 355mm x 228mm

Vents are a must-have for any container. Our 6067

INSTA Vents allow for multiple air exchanges during . Zé::n':/; I;gx 9" W / 152.4mm x 228.6mm
the heating and cooling cycle each day, helping to o Seeen el AL

greatly increase air flow and reduce heat and moisture « Powder coated dark gray

build-up inside your container. Each vent comes with

an integrated bug screen, powder coated dark gray FEATURES

and is designed to be bolt-on so NO welding and « Easy to install in under 30 minutes

NO painting required! Adding vents to your shipping - Integrated bug screen

container will help prevent moisture build-up, eliminate « Super strong to resist damage from impacts
dangerous fumes and chemicals that can lead to fire « Prevents moisture build up and hazardous fume
or explosion, and allow optimal airflow. You should accumulation

vent your container anytime you are storing household * Maintenance free

items, heavy machinery and automobiles, dry goods,

and chemicals/pressurized gasses. It is recommended OTHER OPTIONS

for each container to have two to six vents, depending + #6067 ZP INSTA Zinc Plated Vent

on the length of the container. Bonus! The INSTA * #6070 INSTA Manufacture Replacement Vent

Vents install within 30 minutes!

*Also available in Zinc plated (6067 ZP) which
is ideal for those in high-salt environments.

WARNING



